Shrink Sleeve
K-60 Specifications

PROLINE

PIPE EQUIPMENT INC.

The product selection chart shown here i intended as a guide for standamd products.
Corsull your Canusa mpresentative for spacific projects or unigque applications,

Product Selection Guide
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'*E Minimum Installation Temperature N °C (°F) 65 (149)
g Maximum Pipzline Operating Temperature l 2C(°F) 60 (140)
(o] Resistance to Circumferential Forces good
2 Resistance to Soil Stress good
2 Resistance to Axial Fipe Movement good
7 Main Line Coating Compatibility PE, PR FBE, PU, Coal tar, Bitumen,
Typical Product Properties
Test Standard Unit
Softening Point ASTM E28 °C (°F) B7 (189)
Lsp Shear ASTM DLOOZ Mfcm® {psi) 35 (51)
Specific Gravity ASTM 0792 a3
Tensile Strength ASTM D638 MPa (psi) 20 (2900)
Elungatbn ASTM D638 T 600
Hardness ASTM D2 240 Shore D 46
Abrasion Resistance ASTM DLOAS mg 45
Violume Resistivity ASTM D257 ghm-cm 10
Dielectric Voltage Brikdwn. ASTM D149 kv/mm 20
Impact ASTM G14 i) 10
Indentation ASTM G17 Holiday Test pass @ 10 kv
Peel Adhesion ASTM DLODD Nfcm: (pii) 88 (50)
Cathodic Disbondment ASTM GB mm rad B
Water Absorption ASTM D570 % 0.05
Low Temp. Flexibility ASTM D2E71C °C (°F) -20 (%)
How To Order':
0 @ - Standard Ordering Options
E K 60 230 450 YE Tk L Thickness o
£ T L
% Colours ¥E-rellow, BK - Black
o Sleave Width> 300mm, 450mm, 600mm, 900mm
oF (12", 18", 24", 36")
E Pipe Sk 55 - 610mm (2" - 24™)
'E Adhesive (min. thickness as supplied)* 1.25 mm (50 mils}) 1.7 mm (65 mils)
g Backing (min. thickness as s.l;ig:iied}- 0.6 mm (25 mils) 0.2 mm (36 mils) !B‘a“':a Slﬁf‘g!_ Wiath = 50 mm (2%) min.
O Product > K-60 on each side of the pipe joint

The above epresent standard Wrapid Sleeve™ orderning options. Consult your Canusa representative for any unique project requirements.
L For CanusaWrap™ bulk roils, consult you Canusa representative. K-60 requires OLW dosures.




