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Fabricated with 14 oz, high tear, 
flame-resistant fabric, the W-Series 
Tent is designed to withstand 
rigorous use and provide a quick 
and easy setup, protecting workers 
and equipment from harsh 
weather conditions down to –49°F 
(–45ºC).

Able to withstand high wind and 
snow loads when anchored to the 
ground.

Hooks are attached at the top of 
the tent on each end to easily 
reposition on-site with a crane, 
while assembled.

• Collapses for easy transportation and storage
• Easily assembled by 2 people
• Rugged design for long life and durability
• Easily transported by a crane fully assembled by hooks that
are placed at both ends of the top of the tent
• Tent will open at both ends for venting or passing pipe through
• No cracking at -45C (-49F)
• Fire retardant spec’s available upon request

Model "W"

Sizes
• 8 ft. x 8 ft. (2.44M x 2.44M) 5 ft. wall, 7 ft. 6 in. peak
• 10 ft. x 10 ft. (3.05m x 3.05) 5.5 ft. wall, 8 ft. peak
• 11 ft. x 8 ft. (3.35M x 2.44M)  6 ft. wall, 8 ft. peak
• 12 ft. x 12 ft. (3.66M x 3.66M) 6 ft. 3 in. wall, 8 ft. 6 in. peak


